DESIGNER NOTES:

Include this standard with Type G-1 and Type G-1, Special Inlet-Manholes.

1

The flat slab top Is Included In the cost of INLET-MANHOLES as per District Speclal Provision.

2.

$$DATESS

Welded wire fabric top & bottom
See table for “"As” for each direction
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/w Lifting hole or loop (typ.)

\k/“— #15 (*4) bar - 900 (36) long
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#15 (*4) bar "C"
See table for length & radius
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’&*15 (#4) bar - 900 (36) long
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#15 (*4) bar - L.07Tm (3'-6’) long

#15 (*4) bar loop.
Burn o¥f after
installation when necessary.

Plug and seal
with mastic after
installation.
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LIFTING HOLE OR LIFTING LOOP
TYPICAL

(3 required per slab)
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SECTION

COUNTY

TOTAL

SHEET

SHEETS! NO.

398

36R-1, (3TR-2)

TAZEWELL

449

269

STA.

T STA.

FED. ROAD DIST. K0, 4 [ILLINGIS|FED. AID PROJECT

D T D + Re}’nfgroemenf Bar No. 15 (No. 4)
° As’’ W.W.F. ) Bar C
(min.) each direction size
v Length| Radius
1.2m | 125 1.5m 150 1480mm ¥m No. 15 1.35m 660
(47 | (5) | @-10" | 8 | (0.70 sq. Inch/iin. FtJ | (No. 5 | (4-6") (26)
1.5m | 150 1.8m 200 1480mm ¥m No. 15 1.5m 810
(5% | (8) | 6-0) | (8) | (0.70 sqg. inch/lin. F+.) |(No. 5) | (5-0" (32)
.8m { 195 | 2.2m | 200 1860mm 2/m No. 20| 1.8m 965
69 | ¥ [(7-3Y] 8) | (0.88 sq. inch/lin. 1) | (No. &) | (6~0) (38)
2.4m | 225 | 2.9m | 250 1860mm ¥m No. 20| 2.3m 1.2Tm
89 | @ | (9-6') | 10) | (0.88 sq. Inch/lin, Ft.) | (No. )| (7'-6") | (4'~2")

GENERAL NOTES
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SECTION A-A

1. The precast reinforced concrete flat slab top shall
be used with INLET-MANHOLE, TYPE G-1 and

INE N INLET-MANHOLE, TYPE G-1, SPECIAL.

__\\__,_, o $ T ' 2. Joint configuration and dimensions of flat slab top
Z3 shall match and fit the riser joint detdil

o Use mortar 3. LIfting devices shall be approved by the Engineer.

All dimensions are In mililmeters
(Inches) unless otherwise noted.
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